
WDRV-5437C
S
p
e
c
if
ic

a
t
io

n

Tel: (714) 761-2100 [USA]

Tel:+49 (0)2102 528 2803 [GER]
Fax:+49 (0)2102 528 2804 [GER]

Fax:(714) 761-3811 [USA]

6751 Katella Avenue, Cypress, CA 90630 [USA]
Broichhof Strasse 5 D-40880 Ratingen, Germany [GER]

1/3” SONY Super HAD CCD
600TV lines of resolution
Built-in heater
IP69K
15G vibration
Locking cable
Mirror image
150˚ field of view
Built-in LED

Image pick-up device
1/3” color SONY CCD

NTSC, PAL 
TV system

NTSC 768(H) x 494(V)
PAL 752(H) x 582(V)

Effective pixel

2:1 interlaced
Scanning system

600 TV lines horizontally
Resolution

More than 46dB
S/N ratio

0.2 Lux at F1.2
Minimum illumination

1.0 Vp-p 75Ohm composite signal
Video output

-40˚C ~ +70˚C RH 95% max
Operational temperature

DC9~12V
Power requirement

100mA (IR LED on 200mA)
Power consumption

2.34mm / 160˚(D) x 123˚(H) x 90˚(V)
Lens
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Color IR LED Weatherproof Side View Camera


