
WDL-1040M

●  High Resolution 800x600
●  Thin Cross Section - Less than 2.5" Deep Panel
●  16.2 Million Colors for True Color Rendition 
●  Multiple Inputs - Composite Video, HDMI, D-Sub
●  Audio (Right / Left) Line Inputs and Built-In Speaker 
●  Audio Outputs - Speaker / Earphone 
●  Contrast Ratio of 350:1 
●  Brightness of 400cd/m2 
●  Wide Viewing Angle -120 Degrees (H) x 100 Degrees (V)
●  On-Screen Menu Display for Feature and Video Adjustments
●  Power Supply Included
●  Includes Wireless Remote Control and PC Cable

10.4" Industrial TFT LCD Monitor



WDL-1040M (Industrial TFT LCD Monitor)

MODEL
Display Type
Screen Size
Viewable Size
Viewing Angle
Pixel Pitch(mm)
Wall Mounting
Brightness
Resolution
Display Color
Pixel Format
Interface
Video Input
Contrast Ratio
AC/DC Adaptor
Bult-in Speakers
Plug & Play Level

I/O Connector

Option
System Type
Power Requirements
Response Time
Video Source
Weight (Net)
Size(WxDxH) 

SPECIFICATIONS

SYSTEM WIRING

WDL-1040M
Active Matrix Color TFT LCD
10.4" (Diagonal)
211.2mm x 157.824mm
120 Degrees (H) x 100 Degrees (V) 
0.264(H) x 0.264(V)
YES
400 cd/m2
SVGA(800x600)
16.2M Color
RGB Stripe
Analog
Analog R.G.B(0.7Vp-p), HDMI, Composite(0.7Vp-p)
350:1
AC 100-240, 60/50Hz, DC12V/3.0A
With Speaker(2W x 2 Stereo)
VESA DDC 1/2B
DC Power In(DC 12V), VGA 15Pin D-Sub, Audio_L/R In & Speaker Out & Speaker In
TV In(Option), VIDEO 1 BNC, HDMI, Rear gear signal, External source signal(Option)
Touch Screen / WDRV - 7133A
NTSC / PAL / SECAM / AUTO
30W, Saving Mode : 5W
10(TYPE) / 20(MAX) [msec]:tb+tr
Composite, HDMI, VGA
2.6lbs
10.6" x 2.8" x 9.0"

AUDIO OUT

SPEAKER

Adapter

To Wall Outlet

Computer

RGB Out

LOOP OUT

Left Signal Right Signal DC12V

Rear Gear
Signal

GND

REAR VIEW MOTORIZED CAMERA
WDRV-7063C

SIDE VIEW CAMERA
[LEFT]

WDRV-3478C

SIDE VIEW CAMERA
[RIGHT]

WDRV-3478C

DC-12V HDMI VIDEO-1 AUDIO
LEFT

AUDIO
RIGHT

PC SOUND
IN

PC SOUND
OUT

LOOP OUT
(VIDEO-2)D-SUB

DVD Player

WDRV-1041M


	WDL-1040M-1 copy
	WDL-1040M-2 copy

